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1. ENGINES
2 x Engine Surface Drive 550 hp / 404 Kw - 3300 Rpm
2 x Engine Surface Drive 650 hp / 478 Kw - 2300 Rpm

1. MOTORIZZAZIONE
2 x Motori EFB - Eliche di Superficie 550 hp / 404 Kw - 3300 Rpm
2 x Motori EFB - Eliche di Superficie 650 hp / 478 Kw - 2300 Rpm

2. RANGE(nauticaI miles)

Maximum speed 2*550 312 nautical miles
Cruising speed 2*550 358 nautical miles

Maximum speed 2*650 292 nautical miles
Cruising speed 2*650 360 nautical miles

2. AUTONOM |Amig|ia nautiche)

Massima Velocit™ 2*550
Velocit™ Crociera 2*550

Massima Velocit™ 2*650
Velocit™ Crociera 2*650

312 miglia nautiche
358 miglia nautiche

292 miglia nautiche
360 miglia nautiche

3. MAIN SIZES/ DIMENSIONI PRINCIPALI

LoA = Overall lenght (standard 1s0 s666) / Lunghezza fuori tutto (standard 1so s666) 16,80 m j? fftt ;j n.

Lh = Hull lenght (standard Iso 8666) / Lunghezza scafo (standard 1so 8666) 14,40 m 46 ft. 75 In.

Lwl = Waterline lenght (boat fully laden) / Lunghezza al galleggiamento (pieno carico) 14,25 m 11 ft' 48 n.

HT Max Moulded Depth / Altezza Massima 3,50 m 16 ft. 60 n.
Maximum beam / Larghezza Massima 5,06 m 181t 53 n.
Maximum beam (Doors open) / Larghezza Massima (errazze aperte) 5,65 m ot 62 1 ;?.87 _
Rubber diameter (vax. min) / Diametro tubolari (max. min.) 0,8-0,57 m - 0210, - Ll esn.
Depth of the hull (surface brive) / Pescaggio (Eliche di superficie) 0,85 m 2 ft. 78 in.
Displacement unladen (surace brive) / Dislocamento scarica (Eliche di Superficie) 11 ton/lbs 24250
Displacement laden (surace prive) / Dislocamento Carica (Eliche di superficie) 13 ton/lbs 28660
Maximum number of person on board / Numero persone a bordo 16

Design category CE 2003/44 [/ Categoria di Progettazione CE 2003/44 B

4. TECHNICAL DATA

H = Overall height from keel to superstructure furniture 4,35 m 14 ft. 27 in.
H= Altezza dalla chiglia alle sovrastrutture

Ht = Minimum transport height from keel 3,56 m 11 ft. 67 in.
Ht = Altezza minima per il trasporto

Fuel tank capacity / Capacit™ serbatoio carburante 1600 It/ US gals. 422

Water tanks capacity / Capacit™ serbatoio acqua dolce 400 It / US gals. 105

Propulsion with 2x550 Hp / Trasmissione con 2x550 Hp
Propulsion with 2x650 Hp / Trasmissione con 2x650 Hp

Top System TT 45 "Anvera"
Top System TT 55 "Anvera"

The technical data, performances,designs and graphic reproduction are purely indicative, are not contractual, shall not constitute in any
circumstances whatsoever any contractual offer by the shipyard and refer to European standard models of motor yachts built by the shipyard.
The only valid technical reference or description is the specific parameters of each motor yacht cited only on purchase of the same. Therefore the

only indications binding on the seller are contained solely in the sale agreement and in the relevant specific manual.
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